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ORDER FORM FOR A MAGNETIC COUPLING
of _____ ______________________20____  No. __________
Customer company_______________________________________________________________________________
Address:_____________________________________________________________________________________________
Tel./Fax.____________________________ e-mail ___________________________________________________________
Quantity __________ pcs  Equivalent ____________________________________________________________________
Primary application of the unit_________________________________________________________________
Annual demand (future) ___________________________pcs
Customer’s design agency______________________________________________________________________


	Nominal torque
	
	Nm

	Revolutions per minute
	
	rpm

	Transmitted net power
	
	kW

	Operating temperature range
	
	°С

	Operating fluid
	

	Mounting dimensions of the external half coupling
	
	mm

	Mounting dimensions of the internal half coupling
	
	mm

	Operating fluid pressure inside the separating baffle
	
	atm

	Baffle thickness (chosen based on strength analysis)
	
	mm

	Dimensions of the magnetic coupling
	
	mm

	Electrical resistivity of the guard shield material
	
	µΩ·m

	Required amount
	
	pcs

	Tightness requirements
	
	

	Additional information

	



Order form filled in by_______________________________      ____________________     _______________________
	(name)                                            (position held)                           (date)






image1.png
Limited Liability Company "Villina"
V I LL I I | ﬂ Russia, 440028, Penza region, Penza, 1 German Titov street
. . tel. +7 800 777 0379, +7 (8412) 98 14 28
industrial pumps villina@villina.ru  villina.ru




